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Shanley Creek Relocation 
N1/2, Section 3, T15N, R13W to 
SE1/4, Section 4, TN, R13W

1 inch = 719 feet
Proposed Road = 1.42 miles 
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Photos 1-2: Existing road and lower culvert to be removed  



 

 

Photos 3-4:  Upper culvert to be removed and unimproved ford proposed to be upgraded with a bridge 



























PROFILE AND SECTION VIEWS
BIG BLACKFOOT CHAPTER TROUT UNLIMITED

SHANLEY CREEK CROSSINGengineering R



BRIDGE DETAILS
BIG BLACKFOOT CHAPTER TROUT UNLIMITED

SHANLEY CREEK CROSSINGengineering R

ITEM QUANTITY DESCRIPTION
8"x16"x26'-0" SS STRINGER 5 STRINGERS (SELECT STRUCTURAL SOLID SAWN DOUGLAS FIR OR LARCH, BBCTU SUPPLIED)

15'-0"x12"x4" DECKING 26 BBCTU SUPPLIED

26'-0"x12"x3" RUNNING PLANKS 8 BBCTU SUPPLIED

15'x10"x3" BACKING PLANKS 4 BBCTU SUPPLIED

2'-6"x1'-6"x15' FOUNDATION 2 BBCTU SUPPLIED

BEARING SHOE 10 CONTRACTOR SUPPLIED

CONNECTION HARDWARE VARIES CONTRACTOR SUPPLIED

CLASS II RIPRAP 20 CY CONTRACTOR SUPPLIED

GEOTEXTILE 75 S.F. CONTRACTOR SUPPLIED


